


Product Specifications - Li

System Components

LifeSize codec with stand

High Definition PTZ camera
LifeSize MicPod or LifeSize Phone
Wireless IR remote control

Power supply

Cables

System Configurations
LifeSize codec, LifeSize Camera, LifeSize MicPod
LifeSize codec, LifeSize Camera, LifeSize Phone

Communications

128Kbps - 2.5Mbps (point-point)
128Kbps - 1.5Mbps (multipoint, per call)
H.323, SIP

1 x RJ-45 Network LAN (10/100Mbps)

Video Inputs (4 Inputs)

1 x High Definition PTZ Camera
1 x 5-Video

1 x Composite/RCA In
1xVGA In

Video Outputs (1 Output)
1 x Component/VGA

Fully Integrated, High Definition Audio

Conference Phone

LifeSize-designed full featured conference phone
doubles as the microphone for video system

16 microphones in a patent-pending Circular
Microphone Array with beam forming for high
directivity

100 Hz up to 16 kHz

H.323, SIP support

Distributors of:

3 LifeSize®

Downspeeding
Directory and Address Book Audio Out
Up to 1000 local directory entries
Save, Lock, Remove Redial List features
Missed call notification
Auto-Discovery directory lookup (patent pending)
LDAP (H.350) support
Meetings Directory support
Hierarchical address book

LifeSize Phone LifeSize Newtt

Analog Teleph

Power

Kensi L
Embedded HD Multipoint Control Unit ensington Lc

4-way HD CP multipoint conferencing for video/audio

Virtual Multiway allows particpant viewing control
(patent pending)

H.239 multipoint support

Seamlessly add/drop participants

Integrated management with LifeSize Control

management software
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